DIVISION OF ENVIRONMENT
QUALITY MANAGEMENT PLAN

PART III:

SUPERFUND AND FEDERAL FACILITIES PROGRAM
QUALITY ASSURANCE MANAGEMENT PLAN

*(PENDING EPA APPROVAL)*

Revison 0
April 1, 2001

Kansas Department of Health and Environment
Division of Environment
Bureau of Environmental Remediation
Forbes Field, Building 740
Topeka, Kansas 66620



Concurrencesand Approvals

Concurrences, KDHE Division of Environment, Bureau of Environmental Remediation

Name: Leo Henning

Title: Section Chief, Assessment and Restoration Section
Signature Date

Name: Bill Morris

Title: QA Representative, Bureau of Environmental Remediation
Signature Date

Name: Gary Blackburn

Title: Director, Bureau of Environmental Remediation

Signature Date

Concurrences, KDHE Division of Environment

Name: Dennis Degner
Title: QA Representative, Division of Environment
Signature Date

Concurrences, Environmental Protection Agency

Name: Ernie Arnold
Title: QA Regional Manager, Environmental Protection Agency Region VI

Signature Date




QMP/BER/PART Il

ARS/ Superfund QAMP
TOC, Rev. 0
Date: 4/1/01
Pagelof 1
TABLE OF CONTENTS
Revision
Section No. Date
1 INTRODUCTION
11 Purposeof Plan ............. ... .. ... ... 0 4/01/01
12 PlanRevisions .............. ... ... 0 4/01/01
2 DESCRIPTION OF PROGRAM
2.1 Historical Overview ......................... 0 4/01/01
2.2 MissionandGoals ................ ...t 0 4/01/01
2.3 Organization and Responsibilities . ............. 0 4/01/01
3 QUALITY ASSURANCE POLICY STATEMENT
4 QUALITY ASSURANCE CRITERIA AND PROCEDURES
4.1 Field Station Site Selection . .................. 0 4/01/01
4.2  FedEquipment Installation .................. 0 4/01/01
43  SamplingTypes . ...t 0 4/01/01
44  Safety Consideration ........................ 0 4/01/01
45  Requesting Analytical Services ................ 0 4/01/01
46  Proceduresfor Assessing Data Precision, Accuracy,
Representativeness and Comparability .......... 0 4/01/01
4.6.1 Ongoing Quality Assurance Review and
Special Audits ............. ... ... 0 4/01/01
4.6.2 Instrument Calibration and Maintenance ... 0 4/01/01
4.6.3 Quality Control Blanksand Spikes . ...... 0 4/01/01
4.7  Corrective Action Procedures ................. 0 4/01/01
48 DaaManagement ............. ... .. ... ... 0 4/01/01
4.9  Quality Assurance/Control Reporting Procedures .. 0 4/01/01
APPENDICIES ....... ... e 0 4/01/01
* Refer to State Cooperative and State Deferral Programs for the Bureau’ s Standard

Operating Procedures (SOP's) used in this Program Plan.



QMP/BER/ PART Il
ARS/ Superfund QAMP
Sec. 1, Rev. 0

Date: 4/01/01

Pagelof 1

Section 1
INTRODUCTION

11 Purpose of Plan

This document presents the quality assurance management plan for the State Superfund and Federal
Facilities Program. The plan describes the mission, devel opmental history, organizational structure,
environmental monitoring protocols, datahandling procedures, and quality assurance (QA) and quality
control (QC) requirements of these programs. Standard operating procedures (SOPs) and equipment
used in the programs are presented in the appendices of the plan.

1.2 Plan Revisions

To be effective and useable, this document must be maintained in an up-to-date condition. As
required by the Division of Environment Quality Management Plan (Part I, section 7), the contents
of the plan are reviewed on at least an annual basis. Minor changes in the report's organizational
structure or terminology may be approved by the Section Chief. However, major revisions which
substantially change the contents of the document, especially in terms of QA policies or procedures,
require the added approval of the Bureau QA Representative, Bureau Director, Division QA
Representative and the EPA Region VII QA Manager.
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Section 2
DESCRIPTION OF PLAN

2.1 Historical Overview

The Comprehensive Environmental Response, Compensation and Liability Act (CERCLA) was
passed into law in December 1980 to establish a program to identify sites from which releases of
hazardous substances into the environment might occur or have occurred, to ensure that they are
cleaned up by responsible parties or the federal government and to evaluate damages to natural
resources. The program is commonly known as Superfund. The Superfund Amendments and
Reauthorization Act (SARA), signedintolaw in 1986, extended thetax-based funding for the program
for fiveadditional years. Since 1992, the program hasbeen funded through direct appropriationsfrom
the federa budget.

The Superfund Unit is responsible for several facets of the State Superfund Program. This
responsibility is defined through various cooperative agreements between KDHE and the U. S.
Environmental Protection Agency (EPA).

For "state-lead" Superfund sites, the Superfund Program conducts or providesoversight to potentially
responsi ble parties (PRPs) for investigation, cleanup, evaluation and monitoring. Responsibleparties
provide funding to KDHE for oversight and guidance. The state lead Superfund sites are managed
in the Remedial Section. The federal-lead sites are managed in the Assessment and Restoration
Section. For "federal-lead" Superfund sites, staff in the Superfund Program provide management
assistance to EPA's project managers. The federal-lead portion of the program includes the
Management Assistance Cooperative Agreement (MACA) whichisacooperative agreement between
EPA and KDHE.

The Superfund Unit includespersonnel whowork in cooperation withtheU.S. Department of Defense
(DoD) on current and/or former federa facilities in the state. The agreement is called the
Defense/State Memorandum of Agreement (DSMOA). The purpose of the DSMOA isto involve
states in the cleanup of Department of Defense installations through the Defense Environmental
Restoration Program (DERP). The states are reimbursed for technical services and regulatory
guidance provided in support of cleanup activities. Thispart of the Superfund Program wasinitiated
in 1994.

Additionally, the Superfund Unit conducts site assessment activities of formerly used defense sites
(FUDS). The assessments are funded through a grant from the EPA. The assessments are directed
at FUDS where the U.S. Army Corps of Engineers is not taking action due to funding or legal
contraints.
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2.2 Mission and Goals

The State Superfund Program provides personnel management, oversight, and enforcement of
remedial activities at Superfund and DoD sites. The mission of the program is to enhance the
Superfund and DSM OA process by providing personnel who have expertiseand particul ar knowledge
of state laws and regulations, local and regional geology, politics and public concerns.

The goals of the KDHE Superfund Program are defined as follows:

(1)

)

©)

(4)

©)

provide a systematic, consistent set of procedures for PRPs, and the DoD and their
consultantsto investigate and remediate, if appropriate, Superfund and DSMOA sites
in Kansas. Guidance is found in the National Contingency Plan and other EPA
guidance documents;

ensurepublicinvolvement and/or awarenessat all level sthroughout the Superfund and
DSMOA process,

ensure that the EPA guidance documents are followed for the various scopes of work
to be performed throughout the corrective action process;

continuously improve our communication, strategies, decisions and work processes
with the EPA and DoD to provide the regulated community with consistent guidance
and oversight and ensure continued val ue-added working rel ationshi ps between EPA,
DoD and KDHE.

identify the presence or absence of environmental contamination at FUDSthrough site
assessment activities and make recommendationsto EPA and the U.S. Army Corps of
Engineers regarding the need for further response actions at the sites.
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TheBureau Director'sresponsibilitiesare defined in the BER QA management plan presented in Part
[l of the QMP.

The Section Chief isresponsiblefor supervising the Unit Leader of the Superfund Unit. Theoperation
and implementation of uniform policies and procedures for the Superfund and Federal Facilities
Program isthe responsibility of the Section Chief. Additionally, the Section Chief isresponsible for
planning, organizing, supervising and directing the statewide activities of the Superfund and Federal
Facilities Program.

TheUnit Leader isthe Superfund and Federal Facilities Program manager and isresponsibleto ensure
the requirements of the program-level QA management plans and SOPs are implemented in a
consistent, timely and reliable manner. Working with the Section Chief, the Unit Leader strivesto
improve the precision, accuracy and reliability of all environmental data collected and products
(reports) generated aspart of Superfund and Federal FacilitiesProgram activitiesthrough the effective
allocation of staff and resources.

The Superfund Unit iscomposed of Environmental Geologists. The Environmental Geologist I'sand
II's are the Project Managers. The project managers provide general regulatory oversight of all
scientific investigations performed relative to the State Superfund Program. Each individual
Superfund Program project manager is responsible for many of the following functions:

@ reviews and evaluates Remedial Investigation/Feasibility Studies (RI/FS), Remedial
Design/Remedia Action (RD/RA) plans, Sitelnvestigations, and other environmental
investigation work plans and reports for completeness, accuracy and technical
adequacy;

2 provides technical suggestions to allow for correction of perceived deficiencies in
work plans and reports,

(©)) administers and assiststhe EPA and DoD with project management for ground water,
surface water and soil remediation sites where ongoing investigation and cleanup are
occurring;

(4) evaluatesmonitoring and general remedial datato ensurethat theproject isprogressing
within an acceptable time frame;

5) reviews or designs ground water quality sampling programs along with the EPA and
DaoD to assure that the proper evaluation of potential sitesis performed,;

(6) collects split, duplicate, or collocated environmental samples to ensure the
representativeness and general quality of the various samples collected at a site
throughout the investi-
gation;
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@) representsK DHE at public meetingsand other forumsto present information regarding
program activities;

(8 preparesinitial site screening reports for the FUDS assessment program;

9 conducts field investigations of FUDS; and

(10) prepares work plans and Site Reconnai ssance Eval uation Reports.
For work completed by staff, al site assessments activities must have a Work Plan submitted to and
approved by the Unit Leader which meets the objectives and minimum data quality and quantity

required of such investigations. All final site assessment and remedial reports must be approved by
the Unit Leader before submission to the Section Chief and Bureau Director.
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Section 3
QUALITY ASSURANCE / CONTROL POLICY STATEMENT

Project managers follow the guidelines set forth in the National Contingency Plan and other EPA
guidance documentsfor standard operating proceduresfor administration of quality assurance/quality
control for the State Superfund Program. Asan element of thereview process, the Superfund Program
reviews and approves Quality Assurance Project Plans provided by the PRP or DoD, with respect to
certain Standard Operating Procedures included in Appendix A. Project managers review each of
these site specific Quality Assurance Project Plansto determine compliance with KDHE's SOPs and
numerous federal regulatory guidance documents for QA/QC.

Project managers and the Unit Leader possess standard operating procedures for administration of
quality assurance/quality control for Superfund, FUDs, and Federal Facilities. Project managers can
develop site specific Quality Assurance Project Plans, when appropriate, in accordance with KDHE's
SOPs and numerous federal regulatory guidance documents for QA/QC.

Project managers are responsible for environmental sampling, including any split, duplicate, or
collocated environmental samplesto ensure the representativeness and general quality of the various
samples collected at a site throughout the investigation. Project managers are responsible for the
collection of environmental samplesin the assessment of FUDS. All sampling activities conducted
by Superfund and Federal Facilities project managers or technicians follow the following general
program guidelines:

Q) Theobjectivesof any investigation shall be determined prior toimplementation of data
collection activities. This determination shall be accomplished during the planning
stage of the project and devel opment of the appropriate Work Plan so that appropriate
procedures will be incorporated into the implementation of the project and the
resulting datawill have a reasonable probability of meeting the stated objectives.

2 Sample collection and anaysis activities and data management activities shall be
subjected to periodic eval uation by supervisory personnel toidentify and, if necessary,
correct deficiencies and enhance the overall quality of the Superfund and Federa
Facilities Program.

3 All datacollection activitieswill beaccomplished and documented in accordancewith
aDivisional QA plan and applicable SOPs, included in Appendix A.
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Federal guidance documents frequently referenced for quality assurance/ quality control by
Superfund and Federal Facility staff include, but are not limited to:

*

A Compendium of Superfund Field Operations Methods (EPA/540/P-87/001,
December 1987);

Data Quality Objectives for Remedial Response Activities (EPA/540/G-87/003,
March 1987);

Guidance for Data Useability in Risk Assessment (EPA/540/G-90/008, October
1990);

Guidance for Conducting Remedial Investigations and Feasibility Studies Under
CERCLA (EPA/540/G-89/004, October 1988);

Handbook of Suggested Practicesfor the Design and I nstall ation of Ground Water
Monitoring Wells. (EPA/600/4-89/034, March 0991);

RCRA Ground Water Monitoring: Draft Technical Guidance; (CEPA 530-R-001
P893-139-350, November 1992).

Risk Assessment Guidance for Superfund (EPA/540/1-89/002, December 1989).

Standard Operating Safety Guides(EPA Publication 9285.1-03/PB92-963414, June
1992);

Standard Practices for Description and Identification of Soils; (American Society
for Testing and Materials Standard D-2488, October 1990);

Standard Practices for the Design and Installation of Ground Water Monitoring
Weéllsin Aquifers; (American Society for Testing and Materials Standard D-5092,
October 1990);

Standard Practices for Soil Investigation and Sampling by Auger Borings;
(American Society for Testing and Materials Standard D-1452, October 1990);
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Section 4
QUALITY ASSURANCE / CONTROL CRITERIA AND PROCEDURES

41 Field Station Site Selection

The selection of sampling locations is based on several factors including type and purpose of the
sample, representativeness, accessibility (permission to sample), location of existing wells, location
of potential source areas of contamination and location of potential target areas. Selection criteria
vary depending upon the type of medium being sampled and the purpose of the sampling which are
described in site-specific Quality Assurance Project Plans (QAPP's).

4.2 Field Equipment Installation

Generally field staff will use non-dedicated sampling equipment that is either disposable or reusable.
Sampling equipment designated for reuse must be decontaminated as specified in SOP (BER-005).
Some sites as designated by the project manager may have dedicated sampling equipment in place.

4.3 Sampling Types

Program staff primarily provide Quality Assurance/Quality Control management servicesthroughthe
collection of split, duplicate, replicate, and/or collocated environmental samples concurrent with
environmental sampling performed by the responsible party or an environmental contractor. In
addition, program staff may occasionally be required to collect independent environmental samples
or for site reconnaissance work at FUDS.

Ground water isthemost frequent environmental mediasampled, followed by surface and subsurface
soils, surface water, sludge, sediment, and air. In addition, program staff may be required to collect
special samplesincludinginfluent and effluent water sampl esassociated with ground water or surface
water remedial systems, or remedial performance samplesincluding potentially hazardous wastes or
materials which have been stabilized to facilitate handling and transport or to reduce contaminant
mobility.

Program staff collecting Quality Assurance/Quality Control environmental samples adhere to the
sample collection procedures specified in the KDHE-approved site-specific sampling plan. KDHE's
approval of the site-specific sampling plan is dependent upon the plan's compliance with field
methods and sampling procedures provided in the KDHE Document BER-01. This document isa
compilation of demonstrated field techniques that have been used during investigative and remedial
activities at solid waste disposal sites. The purpose of the plan is to ensure that sampling data
collection activities will be comparable to and compatible with data previously collected.
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Program staff independently collecting environmental samplesfollow variousinternal SOP's. SOP's
developed for program staff include "Procedures for Collecting Groundwater Samples' Document
BER-CGS-94. Thisdocument containsinformation on sampleidentification, transport and chain-of-
custody.

4.4 Safety Considerations

Field and laboratory staff that participatein environmental monitoring programsencounter potentially
dangerous situations on a frequent basis. In addition to the routine possibility of automobile or
equipment accidents, employees may encounter extremely dlippery surfaces, toxic or hazardous
substances, infectious microorganisms, fireor electrocution hazards, viciousdogs, belligerent persons,
or other threatening situations. Injuries or illnesses resulting from such situations may lead to
substantial human suffering and, from a QA/QC perspective, deprive programs of the services of a
valuable employee for an extended period of time.

Although it isnot possibleto predict every conceivablerisk that may arise during the course of work,
supervisors must ensure that those risks faced by staff on arecurring basis are addressed in the SOPs
and are discussed during employee training. Field and laboratory staff are expected to abide by the
safety protocols contained within the QA management plans and SOPs and to integrate safety
considerationsinto all aspectsof their work. Field staff should follow SOPs BER-014, BER-024 and
BER-020. BER routinely budgetsfor ongoing safety training expenses and annual medical physicals
for field staff associated with monitoring and/or fieldinspectionsof hazardousmaterials(refer to BER-
017).

Project managersare expected to bring potentially unsafe practicesor situationsto theattention of their
Unit Leader. In turn, the Unit Leader shall evaluate the practice or situation and either take the
appropriate corrective action or, in complicated circumstances, seek the advice of the Section Chief
or higher level supervisor. Major corrective actions warranting changes in an SOP shall be
implemented by staff only upon approval of the Section Chief and Bureau Director.

45 Requesting Analytical Services

Program staff can employ several approaches for the submission of environmental samples to a
laboratory for analyses. Staff can submit environmental samples directly to the Kansas Health and
Environmental Laboratory (KHEL) or contract the services of an outside laboratory.

The selected laboratory must have a specific Quality Assurance and Quality Control Plan approved
by the Division Director prior to utilization by the Section. Generally, the KHEL will be used for the
majority of the program's analytical service. However, the purpose of the contractual arrangements
isto provide additional analytical capacity, Quality Assurance and Quality Control (inter-laboratory
duplicates) and to provide expanded analytical services.
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4.6 Procedures for Assessing Data Precision, Accuracy,
Representativeness and Comparability

4.6.1 Ongoing Quality Assurance Review and Special Audits

QA/QC aspectsof the State Superfund and Federal Facilities Program are subject to ongoing review
by the Unit Leader. Staff are expected to cooperate fully with administrative requests for
information on data precision/accuracy and overall QC performance. The Unit Leader is expected
to track the QC performance of Project Managers, assist managers in identifying QC deficiencies
within their assigned sites, and facilitate the initiation of necessary corrective actions. The Section
Chief is expected to track the QC performance of the program, assist the Unit Leader and Project
Managers in identifying QC deficiencies within their programs, and facilitate the initiation of
necessary corrective actions. The results are reported to the Bureau Director.

4.6.2 Equipment Calibration and Maintenance

All field equipment must be checked out by staff from the Bureau's Equipment and Supply
Technician. The individual users of field equipment are responsible for the maintenance (in
accordance with manufacturer's procedural manuals and/or Standard Operating Procedures) of the
equipment while being used in field operations. The user should ensure the equipment is checked
for proper operation and is current with calibration requirements (if needed) prior to leaving for the
field. The user should record any malfunctions encountered while in the field in the logbook
associated with the equipment. The user should make sure the malfunctions are communicated to
the Unit Leader and the Bureau's Equipment and Supply Technician upon return of the equipment
to storage so that appropriate action can be initiated to repair the item of equipment, or initiate
actions (e.g., prepare a Purchase Requests or Purchase Acquisitions) to have the equipment repaired
upon return from the field.

4.6.3 Quality Control Blanks and Spikes
Quality control procedures must be taken by field staff to ensure the integrity of the samples
collected. Without checks on the sampling and analytical procedures, the potential exists for
contradictory or incorrect results. Proceduresdescribing quality control sasmplesaredefinedin BER-
029 or are included in specific SOPs.

4.7 Corrective Action Procedures

In the context of Quality Assurance (QA), State Superfund and Federal Facility Program corrective
actions are procedures that may be implemented on environmental samples that do not meet
predetermined QA specifications. In general, the corrective action procedures program addresses
the analysis of any cause precipitating a negative audit finding and identifies the appropriate
corrective action(s) necessary to address it. Program staff, or the appropriate Quality
Assurance/Quality Control program designee, areresponsiblefor reviewing data validation reports,
audit reports and conditions nonconformance reports to
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identify significant or repetitious adverse to quality, or deficiencies regarding the implementation
or adherence to required Quality Assurance practices. In addition, the program staff, or QA/QC
designeg, isrequiredtoinvestigatethe source(s) of the problem and isresponsiblefor defining and/or
implementing the necessary actions to remedy the problem.

Thequality characteristicsof datagenerated by sampling, monitoring, or analyzing, isdefined inthe
following terms:

Precision: A measure of mutual agreement among individual measurements of the
same property, usually under prescribed similar conditions. Precision is best
expressed in terms of the standard deviation. Various measures of precision exist
depending on the prescribed similar conditions.

Completeness: A measure of theamount of valid dataobtained from ameasurement
system, compared with the amount needed to obtain the project data quality
objectives.

Representativeness. The degree to which data accurately and precisely represents a
characteristic of the population, the parameter variations at a sampling point, a
process condition, or an environmental condition. It also includes how well the
sampling point represents the parameter variations that are under study.

Comparability: The confidence with which one data set can be compared with
another; a qualitative characteristic that must be assured in terms of sampling,
analysis, reporting, etc.

Theexact values of the quality characteristicswill vary depending upon the analytical processesand
procedures employed. Site-specific work plans will detail the recommended field activities and
anaytical methodologies necessary to establish the appropriate data quality characteristics.
Correctiveactionsmay includere-sampling, re-analyzing samples, or auditing laboratory procedures.

4.8 Data Management

All work plans submitted in association with the State Superfund and Federal Facility Program
require adata management system. The system should includefield logs, sample management and
tracking procedures, and document control and inventory procedures for both laboratory data and
field measurements. The system should ensure the data collected during the investigation are of
adequate quality and quantity to support the findings of the investigation, risk assessment (if
performed), and corrective action research.

For each measurement, the datareduction scheme planned for collected data, including all equations

used to calculate the concentration or value of the measured parameter, should be described. The

principal criteriaemployed to validate theintegrity of the dataduring collection and reporting should
be referenced.
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All data collected should be validated by the appropriate level of laboratory quality control to
ascertain whether it is appropriate for itsintended use. All task management and quality controls
implemented shall be documented within the appropriate report appendix.

49 Quality Assurance/Control Reporting Procedures

All reports or deliverables submitted through the State Superfund and Federal Facility Program
require a Quality Assurance/Quality Control status summary of the project and any conditions
adverse to the quality. The report should contain an assessment of measurement data accuracy,
precision and compl eteness, results of any performance audits, resultsof system audits, any reported
non-conformance, and any Quality Assurance problems, together with recommended solutions or
corrective actions.



